THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING

THE USE OF DTC DRAWINGS IS SUBJECT TO TERMS AND CONDITIONS AS PUBLISHED BY SYDNEY WATER.

NOTES:

1. FOR DN100 BY-PASS, THE COUPLING IS TO BE AN ALUMINIUM ‘KAMLOK’ MALE COUPLING (TYPE 633LA).
FOR DN150 & DN200 BY-PASS, THE COUPLING IS TO BE GALVANISED STEEL ‘BAUER’ FEMALE
COUPLING (MODEL $73). COUPLINGS TO BE SUPPLIED WITH DUST COVERS SECURED TO ASSEMBLY
2900 WITH STAINLESS STEEL CHAIN, SWAGED STAINLESS STEEL CABLE.

600 2. NON-RETURN VALVE COUNTER WEIGHT & SWING ARM SHALL BE STORED UNDER NRV CONCRETE
—— 3N12 IN BUND WALL, REFER SUPPORT. FOR TYPICAL FIXING DETAILS REFER DETAIL-A ON DRAWING DTC/6014.

SECTION 3. CAGE TO BE PROVIDED ONLY WHEN BYPASS IS LOCATED OUTSIDE OF FENCED AREA.
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