THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
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ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE

PIPELINE DESIGN BASED ON MAXIMUM DESIGN PRESSURE OF 120m

AND TEST PRESSURE OF 150m OF WATER

DESIGN IS NOT SUITABLE FOR APPLICATION IN AGGRESSIVE OR

CONTAMINATED SOIL CONDITIONS

ALL FLANGES SHALL BE TO DTC\1145. ALL FASTENERS SHALL BE

GRADE 316 STAINLESS STEEL

ALL DI FITTINGS SHALL BE COATED TO AS/NZS 4158

WHERE PROPRIETARY PRODUCTS ARE SPECIFIED, THE PRODUCTS

SHALL BE INSTALLED STRICTLY IN ACCORDANCE WITH THE

MANUFACTURER’S INSTRUCTIONS

THIS DRAWING SHALL BE READ IN IN CONJUNCTION WITH THE

FOLLOWING DEEMED TO COMPLY DRAWINGS

A) DTC/1145 - PN16 FLANGE CONNECTION DETAILS

A)DTC/1212 - AIR VALVE AND HYDRANT INSTALLATIONS -
DETAILS
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DN225 SN8 uPVC SHROUD PIPE TO AS/NZS 1260\

DN100 PN16 RESILIENT SEATED STOP VALVE WITH RESTRAINED
JOINTS TO AS2638.2, SYDNEY WATER TECHNICAL SPECIFICATION

PART 2 MECHANICAL WORKS AND WSA PS-245
. . 7*"‘ INSERT GRADE 316 STAINLESS STEEL \
.L : ‘
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SUPPORT BUSH IN EITHER END OF PE

PIPE PRIOR TO STOP VALVE [ONNE[T\ON\:J
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PN16 DN110 PE100 PE STUB FLANGE WITH
GRADE 316 STAINLESS STEEL BACKING
RING. FOR DETAILS REFER TO DTC/1145

PN35 DICL SO x SO x FL DN100 TEE
TO AS/NZS 2280 - SEE NOTE S

EMBEDMENT TO CONSIST
OF CLASS A COMPACT
SAND TO WSA PS-350

TRENCH LIMITS

SCREW HYDRANT BY PENTAIR OR
APPROVED EQUIVALENT. TYPE TO
BE SPECIFIED BY DESIGNER TO SUIT
SITE SPECIFIC APPLICATION

%\\SHROUD COLLAR TO FACILITATE

HYDRANT FITTING MAINTENANCE

\DNWOO x DN80 FLANGED DICL TAPER TO

AS/NZS 2280. SEE NOTE 5
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PN16 PE100 PE STUB FLANGE WITH
GRADE 316 STAINLESS STEEL BACKING
RING. FOR DETAILS REFER TO DTC/1145

PN16 DN110 MOULDED PE

USUSY 90° BEND TQ AS/NZS 4129

EMBEDMENT BETWEEN MAIN AND

PN35 DICL PIPE TO AS/NZS 2280 OR

PN16 UPVC SERIES 2 TO AS/NZS 1477 OR
PN16 MPVC SERIES 2 TO AS/NZS 4765 OR
PN16 OPVC SERIES 2 TO AS/NZS L4471 0R
PN16 SN10000 GRP PIPE TO AS 35712

HYDRANT TO CONSIST OF
STABALISED SAND WITH A 20:1
SAND TO GP CEMENT RATIO

PN16 DN110 PE100 PE PIPE TO AS/NZS 4130 LENGTH
TO SUIT CONNECTION BY BUTT WELDING AND
EXTERNAL DE-BEADING OR FUSION COUPLING

SECTION
SCALE 110

PE SLEEVING FOR DICL PIPE
TO AS3680

SECTION
SCALE 125
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