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OUTLET SEWER LINE (LOW

BLOCKOUT 2 ~ BLOCKOUT 1

BLOCKOUT 3
(IF REQUIRED)

INLET MAINTENANCE HOLE

BASE SHAFT RING - SR-1800-1B & SR-1800-2B
SCALE 1: 25
- MAX. NUMBER OF INLET SEWER LINES = 2

- MAX. DIA. OF INLET SEWER LINES TO BE DN525
- MIN. SPACING BETWEEN BLOCKOUTS CENTRE LINES = 90°

OUTLET SEWER LINE
(HIGH LEVEL INLET LINE
TO WET WELL)

BLOCKOUT 1

INLET MAINTENANCE HOLE

HIGH LEVEL AND GVERFLOW SHAFT RING - SR-1800-1H & SR-1800-2H
SCALE 1: 25

MAX. DIA. OF INLET SEWER LINES TO BE DN525
MIN. SPACING BETWEEN BLOCKOUTS CENTRE LINES = 90° (IF REQUIRED)

LEVEL INLET LINE TO WET WELL)

(HIGH LEVEL INLET LINE
TO WET WELL FROM IMH)

BLOCKOUT 1
EMERGENCY RELIEF LINE
FROM IMH)

BLOCKQOUT 2

SYSTEM GAS CHECK MAINTENANCE HOLE

BASE SHAFT RING - SR-1800-3B & SR-1800-4B
SCALE 1: 25

- STEP IRONS TO BE GPPGSITE TO BLOCKOUT 1

BLOCKOUT 1

WET WELL

HIGH LEVEL SHAFT RING - SR-3600-H
SCALE 1: 25

(LOW LEVEL INLET LINE TO WET
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WET WELL
TOP SHAFT RING - SR-3600-T

SCALE 1: 25

BLOCKOUT 1

WELL FROM IMH)

WET WELL

BASE SHAFT RING - SR-3600-B
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