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FOR PENETRATION DETAIL. N

REFER TO DETAIL
2260
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SN8 PVC-U SWJ DROP JUNCTION
SP-SO-SP TO AS/NZS 1260

REFER
NOTE 1

TRIM PIPE FLUSH WITH

INTERNAL FACE xf I
w
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‘D’ - SEE TABLE 1

\— ROCKET PIPE. REFER TO TABLE 1
ON DTC/2259

CORE HOLE FOR DN150-DN225
HIGH LEVEL INLET THROUGH
900 OR 1500 HIGH PRECAST
SHAFT. REFER TO NOTE 2

//
CORE HOLE FOR DN150-DN225
LOW LEVEL INLET. LOCATE
EXTERNAL DROP INLET
SOFFIT TO MATCH OUTLET
SOFFIT. REFER TO NOTE 2

CONCRETE BENCHING TO DRG.
NO. DTC/2222 X )

" \ SNB PVC-U SP-SP PIPE TO

AS/NZS 1260 LENGTH TO SUIT

150 THICK MASS

FOR PENETRATION DETAIL.

'Y
REFER TO DETAIL Lo b
2260

CONCRETE SURROUND

>

SN8 PVC-U SWJ 90° BEND
SP-50 TO AS/NZS 1260

4

PRECAST BASE. REFER TO
DRG. NO. DTC/2257 OR

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING.

NOTES:

1. THE MINIMUM EDGE DISTANCE FROM THE EDGE OF CORE TO THE TOP OR BOTTOM OF THE

PRECAST SHAFT RING IS 250 FOR HIGH LEVEL ENTRY.

2. FOR DN150 SEWERS CORE ¢200 HOLES, FOR DN225 SEWERS CORE ¢300 HOLES.

TABLE 1 - VERTICAL DROP DIMENSIONS

FOR DN150-225
SEWER BASE SLAB

FOR DN300-450
SEWER BASE SLAB

(DTC/2257) (DTC/2258)
DTC/2258 150 825 1150
225 900 1225
INLET SEWER EXTERNAL DRQOP
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