CORE OPENING ON BASE SLAB ON SITE
TO SUIT DN50 DRAIN PIPE.

FILL VOID BETWEEN DRAIN PIPE AND
CORED OPENING WITH 'SIKAGROUT GP’

OR APPROVED EQUIVALENT. ﬂ

PRECAST CONCRETE BASE SLAB.

PRECAST CONCRETE BEAM.
REINFORCEMENT DETAILS:

-4 N16 BARS TOP AND BOTTR

-2 R6-180 TIES 40 COVER

914 SQUARE OPENING

-~

TWO PART CLASS ' B' OR CLASS ' D' METAL
ACCESS COVER. SEE NOTE 6 .

|

SSS

650

356

258

150

250

DN80 AIR VALVE.

L~ REFER TO DRG. DTC-6412.

900x900 PRECAST CONCRETE
CHAMBER.

DN80 AR VALVE ISOLATOR.
/—

REFER TO DRG. DTC-6412.

DN80 HYDRANT RISER.
/'REFER TO DRG. DTC-6412.

/150 THICK 20 AGGREGATE WSA PS-351

CHAMBER TO SLAB AND SLAB TO
BEAMS CONNECTION. FOR
CARRIAGEWAY, APPLY 10 THICK
EPOXY MORTAR SIKADUR-310R
APPROVED EQUIVALENT. FOR
FOOTWAY, APPLY 3:1 SAND TG GP
CEMENT GROUT MIX.

—— INSERT 50 THICK POLYSTYRENE
FOAM COMPRESSIBLE MEMBRANE

BETWEEN PRECAST BEAM AND
EMBEDMENT OVER THE PIPEWGRK.
o COMPRESSIBLE MEMBRANE

~— —_INSTALLATION WITHIN THE

TRENCH WIDTH ONLY.

1480 NOM.

(P

DN50 PVC _7*_* ST T AT

DRAIN PIPE

EMBEDMENT AS REQUIRED TO ‘/

MEET SITE SPECIFIC REQUIREMENT

DN200/250/300 HYDRANT
TEE WITH DN80 BRANCH.
REFER TO DRG. DTC-6412.

INSTRUMENT TAPPING.
SLANTING SIDE (AS
SHOWN) FACING
DOWNSTREAM GF
FLOW DIRECTION.SEE
NOTE 7.

DICL PIPE_|

TAPPING BAND TO
AS/NZS 4793

CEMENT LIIlrlING

900x900 AIR VALVE CHAMBER
ARRANGEMENT DETAIL
SCALE - 1:10
SL81MESH TO
EXTEND FULL LENGTH
OF CHAMBER. _\
20mm B.S.P. S.S.
BALL VALVE.
2-PIECE BODY
DRILL AND TAP
20mm B.S.P.
I & il
20mm B.S.P.
15 MN S.S. PLUG
_ 5
|
20mm B.S.P. FEMALE
— S5 TEE "REID" (OR APPROVED
20mm B.S.P: EQUIVALENT) CAST IN 2.5

TAPER THREAD

1140

900

S —

250

30mm DOWEL I
BAR HOLES I

1400

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING.
DEEMED TO COMPLY DRAWINGS ARE SUBJECT TO TERMS AND CONDITIONS OF USE AS PUBLISHED BY SYDNEY WATER.

850

550

1400

700

—— SL81MESH
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7
\

700
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N\
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(4 SETS)

AIR VALVE CHAMBER PRECAST CONCRETE

BASE SLAB PLAN

SCALE - 1:10

1143 COVER FRAME

900x900
TWO PART ACCESS -

COVER AND FRAME TO
WSA 132 AND AS3996

300 LAP

100

e ————— t=5—F-——-

TONNE SWIFT LIFT FOOT

7

40

900x900 AIR VALVE PRECAST

|__— PROVIDE 2x DN225

NOTES:

1. PRESSURE TAPPING SHOULD BE FROM THE SIDE OF THE PIPE. THE TAPPING

POINT IS FOR THE CONNECTION OF A PRESSURE TRANSMITTER WITH 'T"
BRANCH AND BALL VALVE FOR THE FITMENT OF DIAL GAUGE. PIPEWORK
SHOULD RISE CONTINUOUSLY TO AVOID TRAPPING AIR IN THE LINE.

2. ALL PIPE FITTINGS FOR THE PRESSURE TAPPING SHALL BE STAINLESS

STEEL GRADE 316.

o UV o~ oW

ALL PIPE FITTINGS SHALL BE PRESSURE CLASS PN16.

BALL VALVES SHALL COMPLY WITH THE REQUIREMENTS OF AS5830.1
ALL MALE THREADS SHALL BE WRAPPED WITH PTFE TAPE.

CLASS 'B' COVERS MAY BE USED IN PUBLIC AREAS, PARKS & FOOTWAYS

NOT SUBJECT TO VEHICULAR LOADS OR HAVE NO ACCESS FOR VEHICLES.

CLASS ' D' COVERS SHALL BE USED IN ROAD CARRIAGEWAY, DRIVEWAYS

AND PUBLIC AREAS, PARKS & FOOTWAYS WITH NO RESTRICTION TO

VEHICULAR ACCESS.

7. MINIMUM PROTRUDANCE OF 15mm FOR INSTRUMENT TAPPING.
SLANTING SIBE FACING DOWNSTREAM OF THE FLOW DIRECTION.

FOR NOTES & REFERENCE DRAWINGS SEE
DRAWING No. DTC-6400

—— 2-N12 TRIMMER BARS 1m LONG

1400
SL81MES 2400
SECTION /71
SCALE 1:10 \ -/

AFTER INSTALLATION INFILL COVER
CAVITIES WITH N32 MASS CONCRETE

180

NN

VENTILATION INSERTS
TO AS3996

10 THICK EPOXY MORTAR
SIKADUR-31 OR APPROVED
EQUIVALENT

2 OFF M20 SS GRADE 316/

ANCHOR STUDS ON EACH
WALL INTO 30 DRILLED

)

nl

15

HOLES FIXED WITH
RAMSET CHEMSET 801.

40

900 INTERNAL

PN 7SS 75757

_— N1Z ALL ROUND
-400 LAP

<
A /
Ny
S~ N32 CONCRETE

SURROUND

< \
4
10 THICK 3:1 SANp

CEMENT MOTAR NIX

900 INTERNAL

HILTI HIT-RE 500 OR
APPROVED EQUIVALENT

900x900 PRECAST CHAMBER

\ LIFTING SLOT

CARRIAGE-WAY INSTALLATION

900x900 PRECAST CHAMBER

AIR VALVE CHAMBER ACCESS COVER

ACCESS COVER CONNECTION DETAIL

FOOTWAY INSTALLATION

AIR VALVE CHAMBER

HEX. << NIPPLE ANCHOR WITH RUBBER SCALE - 1:10 SECTION m
RECESS FORMER. CONCRETE CHAMBER SECTIONAL PLAN
PRV CHAMBER PRESSURE TAPPING DETAIL (TYPICAL OF 4) TNTERT SCALE 1:5 \ -/
SEALE -5 0 50 100 150 200 300 400 500mm
SCALE 1:5 AT ORIGINAL SIZE
Sydney APPROVED DEEMED TO COMPLY DRAWINGS DTC
~ NORBERT SCHAEPER
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