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SITE TO BE LANDSCAPED IN
ACCORDANCE WITH SYDNEY WATER
AND LOCAL COUNCIL REQUIREMENTS

SITE FENCING AROUND PERIMETER
BASED ON SPECIFIC SITE
REQUIREMENTS. FOR DETAILS REFER
TO DRG. NO. DTC/5000-DTC/5015
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300

HARDSTAND (TYP.)

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
THE USE OF DTC DRAWINGS IS SUBJECT TO TERMS AND CONDITIONS AS PUBLISHED BY SYDNEY WATER.

NOTES

1. DRAWING TO BE READ IN CONJUNCTION WITH EXAMPLE SITE LAYOUTS,

DTC/6003 TGO DTC/6008.

2. SITE CONCRETE PAVEMENT CIVIL JOINTS IS TO BE DESIGNED FOR EACH
SITE SPECIFIC APPLICATION AND DETAILED ON A SITE SPECIFIC PLAN.

3. JOINTED REINFORCED CONCRETE PAVEMENT TO SA KERB IN ACCORDANCE
WITH RMS RIGID PAVEMENT STANDARD DETAIL AND R300 KERB AND
CHANNEL STANDARD DRAWING SERIES. SUB-BASE COURSE CONSISTED
OF CLASS DGB20 WELL GRADED CRUSHED ROCK TO RMS QA STANDARDS.

TYPICAL CIVIL BATTER
AROUND SITE PERIMETER
AND TO LOCAL STRUCTURES
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