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THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING.
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= FULLY WELDED PN16 PE100 [SDRTI) PIPE
T0 PS-207_SW. REFER NOTE 5.
=
4 A GEOTECHNICAL INVESTIGATION SHALL
& BE UNDERTAKEN PRIOR TO UNDERTAKING
xs THE WORKS TO DETERMINE SUB-SURFACE
g8 CONDITIONS INCLUDING GROUNDWATER
¢ AND TO CONFIRM THE SUITABILITY OF THE
g PROPOSED TRENCHLESS INSTALLATION TYPICAL RESTRICTED ACCESS CROSSING - TYPE 4
k- DIRECTIONAL DRILLING PE PIPE
SCALE 150
USE PE MOULDED BEND TO PS-208_SW
OR BEND PIPE IN ACCORDANCE WITH THE THRUST BLOCK. REFER
MANUFACTURER'S RECOMMENDATIONS DTC/1115 FOR DETAILS NOTES:
SURFACE PROFILE 1. ALL DIMENSIONS IN MILLIMETRES UNLESS NOTED OTHERWISE.
/ PN35 DICL PIPE FL-S0 5.5m 2. TYPE 4 CROSSING NOT SUITABLE FOR INSTALLATION IN
3000 7 LONG TO PS-200_SW CONTAMINATED SOILS.
1 ] .7
~ _| : t4 3. TYPE 4 CROSSING TO BE DESIGNED TO WITHSTAND A DESIGN
1 [ S I = PRESSURE OF 120m AND A TEST PRESSURE OF 150m HEAD OF WATER.
BUTT WELD OR ELECTROFUSION WELD
S — N | N 4. SHOW GEOMETRY OF CROSSING ON DESIGN AND WORK AS
CONSTRUCTED DRAWINGS. DRILL COORDINATES (X,Y,Z) TO BE
==l HFE & 7 RECORDED EVERY 10m. CODRDINATES TO BE RECORDED ON WORK AS
PE PIPE /A CRIRUALRLRL L LR RS R RL IR R R R R R R X R R R R R R R R R R R R AR R AR QLR R LR RI R CONSTRUCTED DRAWINGS.
A P, R Y
X §§ + 5. PE PIPE SHALL BE BUTT WELDED IN ACCORDANCE WITH WSA 01-2001
4 X NI POLYETHYLENE PIPELINE CODE UNLESS NOTED OTHERWISE. ALL
AR R R R R R R R R R R R R R AR K - Rz PN35 DICL PIPE TO PS-200_SW OR PN16 PVC-M/0/U WELDS SHALL BE INTERNALLY DE-BEADED.
R fﬁ PIPETOPS-203_SW/PS-210_SM /Ps-211_SW 6. ALL FLANGES SHALL BE TO AS4087. ALL NUTS, BOLTS AND
STUB FLANGE AND GRADE 316 S.5. BACKING WASHERS SHALL BE GRADE 316 STAINLESS STEEL.
RING OR HAWLE SYSTEM 2000 PN16 FLANGE
ADAPTOR OR APPROVED EQUIVALENT 7. THE DESIGNER SHALL LOCATE ALL EXISTING AND PROPOSED
< > DETAIL SERVICES AND RECORD DETAILS ON THE DESIGN DRAWINGS.
SCALE 1:20
8. THE CONSTRUCTOR SHALL CONFIRM THE LOCATION AND LEVEL OF
ALL EXISTING SERVICES PRIOR TO COMMENCING CONSTRUCTION OF
THE CROSSING.
APPROVED
Sydney DEEMED TO COMPLY DRAWINGS DTC
~ L CROSSINGS UNDER OBSTRUCTIONS
e MANAGER E & ES 1127
Oa ENGINEERING & ENVIRONMENTAL SERVICES |~ "B % [5vor] 1ypE 4 - TRENCHLESS PE MAIN INSTALLATION [ o
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