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THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
THE USE OF DTC DRAWINGS IS SUBJECT TO TERMS AND CONDITIONS AS PUBLISHED BY SYDNEY WATER.

TABLE 2 - PRECAST COMPONENT SCHEDULE
BLOCKOUT 1 BLOCKOUT 2 BLOCKOUT 3 SUPPLIER PRECAST PRODUCT REFERENCE
LIFTING ANCHOR
COMPBNENT DIAlNMTEETREI\Fl%A(EN) HEIGHT {H) C(fgﬁ,&g STEPIRONS BLQSKSSTS BLgICZKEO(UBT)/S CENTRELINE | CENTRELINE | DEFLECTION | CENTRELINE | DEFLECTION Number SWSEESF'EGENCE REMARES
HEIGHT (L) |  HEIGHT (L) ANGLE * HEIGHT (L) ANGLE * HUMES ROCLA
INLET MAINTENANCE HOLE
RS-1800 25 ] D2255664 DTC/6019  |DN1800 IMH ROOF SLAB
HIGH LEVEL AND OVERFLOW SHAFT RINGS
SR-1800-1H 1800 1800 25 NO 2 550-600 900 900 PP-PW-18002B-BLK07-P | D225690% DTC/6020 |EMERGENCY RELIEF PIPEWORK SIZE UP TO DN300
SR-1800-2H 1800 24,00 25 NO 2 800-850 1200 1200 PP-PW-18002B-BLK06-P | D225690% DTC/6020 |EMERGENCY RELIEF PIPEWORK SIZE DN375 TQ DN600
STANDARD SHAFT RINGS
SR-1800-15 1800 900 25 NO PP-PW-18000B-BLK01-P | D225573# DTC/6020  |NO PIPE PENETRATION ALLOWED
SR-1800-25 1800 1800 25 NO PP-PW-18000B-BLK02-P | D225573# DTC/6020 Eﬂig;ﬁ(’oooEEL[)ESQCCENLT'NE 1C><O1F;%chSLDE§smGT(EFNE|HFG FEEOSU%EE)TR'CAL AND COMMS + 1X200 BYPASS DRAIN
BASE SHAFT RINGS
SR-1800-1B 1800 1800 25 NO 550-600 600 700 700 PP-PW-18004B-BLK02-P | D225690# DTC/6020  |MAXIMUM 3 BLOCKQUTS
SR-1800-2B 1800 1800 25 NO 800-850 700 800 800 PP-PW-18003B-BLK01-P | D225690% DTC/6020  |MAXIMUM 3 BLOCKQUTS
EMERGENCY RELIEF STRUCTURE
RS-1800 25 - D2255664 DTC/6019  |DN1800 ERS ROOF SLAB
STANDARD SHAFT RINGS
SR-1800-15 1800 900 25 YES PP-PW-18000B-BLK01-P | D225573# DTC/6020 |NO PIPE PENETRATION ALLOWED
SR-1800-25 1800 1800 25 YES PP-PW-18000B-BLK02-P | D225573# DTC/6020
BASE SHAFT RING
SR-1800-3B 1800 1800 25 YES 2 550-600 600 900 PP-PW-18002B-BLK05-P | D225690% DTC/6020
SR-1800-4B 1800 1800 25 YES 2 800-850 700 900 PP-PW-18002B-BLK04L-P | D225690# DTC/6020
WET WELL
RS-3600 5 ] ] DTC/6018  |DN3600 WET WELL ROOF SLAB
TOP SHAFT RING
10X200 PUMP CONDUIT CORES + 2X150 COMMS CONDUIT CORES + 2X150 CONDUIT CORES FOR INLET VALVE ACTUATOR
SR-3600-T 3600 24,00 10 NO 2 550-600 900 900 PP-PW-36002B-BLK01-P - DTC/6020  |(IF REQUIRED), 2X300 EDUCT/INDUCT VENT CORE + 1X300 SCOUR LINE CORE + 1X200 DRAIN CORE.
MINIMUM 300 CLEAR OF SHAFT END OR OTHER PENETRATIONS
HIGH LEVEL SHAFT RINGS
SR-3600-H 3600 1800 10 NO : 800-850 1200 PP-PW-36001B-BLK02-P ] DTC/6020
STANDARD SHAFT RINGS
SR-3600-15 3600 900 5 NO PP-PW-36000B-BLK01-P - DTC/6020  |NO PIPE PENETRATION ALLOWED
SR-3600-25 3600 1800 10 NO PP-PW-36000B-BLK02-P ] DTC/6020
SR-3600-35 3600 24,00 10 NO PP-PW-36000B-BLK03-P - DTC/6020
BASE SHAFT RING
SR-3600-B 3600 24,00 10 NO : 800-850 1200 PP-PW-36001B-BLK02-P ] DTC/6020
*FOR GRAVITY PENETRATION < =DNZ50 STANDARD SHAFT RINGS TO BE CORED ON SITE. MINIMUM 300 CLEAR OF SHAFT JOINT OR OTHER PENETRATIONS
NOTES:
1. SYDNEY WATER HAS UNDERTAKEN A DESKTOP TECHNICAL ASSESSMENT TO CONFIRM SUITABILITY OF LISTED SUPPLIER PRODUCTS BASED ON LIMITATIONS SET QUT IN
DENOTES CELL TO BE COMPLETED AS PART OF SITE SPECIFIC DESIGN mﬁ gﬁémé?ému OBTAIN APPROVAL OF THE CONCRETE MIX DESIGN FROM SYDNEY WATER ON A PROJECT SPECIFIC BASIS PRIOR TO SUPPLY.
DENOTES CELL NOT APPLICABLE 2. THE USER SHALL VERIFY AND CONFIRM ALL DIMENSIONS, LEVELS AND BLOCKOUT DETAILS WITH THE SUPPLIER PRIOR TO MANUFACTURE OF PRECAST PRODUCTS,

3. THE USER IS RESPONSIBLE FOR QUALITY ASSURANCE OF THE SELECTED PRECAST PRODUCT.
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