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3000 - HEIGHT OF BRICKWORK
2984 - UNDERSIDE OF CEILING

'STRATCO X-1' STEEL FRAME ROOF TRUSSES
WITH 'STRATCO' TRUSS TIE-DOWN SYSTEM
TO MANUFACTURER'S DESIGN. SEE NOTE E2

SARKING SUPPORTED ON
S50mm GALV. WIRE MESH
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/ KLIPLOK' ROOF SHEETING
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THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING.

WEATHERPROOF &
VERMINPROOF RIDGE
VENTILATOR

DUCTS TO DI

BEARING EACH END (TYPICAL)

SELECTED BRICKWORK

60mm OF FIRE RETARDANT STYROFOAM AROUND

PERIMETER OF BUILDING BETWEEN THE DAMP
COURSE AND THE TOP OF THE BRICKWORK.
STYROFOAM TO BE FIXED TO INNER BRICKWORK
% HOLES PROVIDED FOR VENTILATION WHERE

REQUIRED.
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INCONENY

LED LIGHT

VSD CUBICLE VENTILATION

SCHARGE INTO

ROOF CAVITY

R4 RATED THERMAL INSULATION AND
THERMOFOIL HEAVY DUTY SARKING
AGAINST THE UNDERSIDE OF ROOF
CLADDING AND ON THE CEILING
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ELECTRICAL CUBICLES
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FASCIA

75mm ROUND STAINLESS STEEL
DOWNPIPE. CONNECT TO STORM
WATER SYSTEM

COMMUNICATIONS BUILDING
DISTRIBUTION BOX MOUNTED
ON WALL (LOCATION TO SUIT
SITE LAYOUT)

ELECTRICAL PIT

Te I8 .28 ||
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NUMBER REFER TO ELECTRICAL DRAWINGS. THE
NUMBER OF CONDUITS SHALL ALLOW FOR THE
MAXIMUM CAPACITY OF THE SWITCHRODM. AN
ELECTRICAL PIT IS TO BE LOCATED NO MORE THAN
5 METRES FROM THE SWITCHROOM

REINFORCED CONCRETE SLAB &
FOOTINGS. SEE DRGS. DT(/3002,3003

ELECTRICAL CONDUITS. FOR THE LOCATION & J

5 CONDUITS EACH END &
L4 CONDUITS IN CENTRE FOR
TRENCH INTERCONNECTION

SECTION

SCALE 1:30

HANGER FOR PENDANT & CABLE
(TO HAVE A RADIUS 1.5 TIMES
THE CABLE BENDING RADIUS)

4 4 a [X t\‘
. TOILET CUBICLE

150

AN

FOOTPATH ARQUND PERIMETER i B B 4“

(150 BELOW FLOOR LEVEL]

FLOOR SLAB TO BE A MINIMUM OF
100 ABOVE 1:100 ARI FLOOD LEVEL

VXX

6 THK (NOM) REMOVABLE SUPPORTIN:
ALUMINIUM TREAD PLATES.

SEE DRG. DTC/3004

SECTION

SCALE 1:30

G STEELWORK FOR

CUBICLES & EDGE OF TREAD
PLATES. SEE DRG. DTC/3004

CABLE TRENCH DRAIN

‘FOR NOTES SEE DRG. Nos. DTC-3005 & DTC-3006 ‘
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