USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
THE USE OF DTC DRAWINGS IS SUBJECT TG TERMS AND CONDITIONS AS PUBLISHED BY SYDNEY WATER.

A 1 THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
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CONCRETE BACKING BLOCK SIKADUR-32 EPOXY RESIN OR APPROVED L. WHERE CALCIUM ALLUMINATE CEMENT LINING IS NOT AVAILABLE DI PIPE SHALL BE
| EQUIVALENT PRIOR TO POURING OF CONCRETE COATED INTERNALLY AND EXTERNALLY WITH FBE OR APPROVED EQUIVALENT
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~ WITH HILTI HIT-RE 500/RAMSET CHEMSET REO — THE FULL LENGTH OF PENETRATION AFTER CLEANING WITH PRIMING FLUID. SAND
T~ ULUS 502 INJECTION OR APPROVED EQUIVALENT " 1 COATING SHALL NOT BE APPLIED AT LOCATION OF HYDROPHILIC SEAL.
FILL ANNULUS WHEN 75mm MINIMUM EDGE DISTANCE I I [
- POURING CONCRETE . | 7. FOR TYPICAL HDPE LINING SEALING DETAIL AT PIPE/CONDUIT PENETRATIONS REFER
S BACKING BLOCK. REFER LOCATION SHOWN INDICATIVELY = (= DETAIL G’ ON DRAWING DTC/6026
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s S~ 4 INDENTED WIRE RW7.6 —/ 2 SEE NOTE 5 1 =§ INTERNAL LINING/ COATING
2 FLANGE TO PN16, TIES EACH SIDE EVENLY . SR (WHERE REQUIRED) REFER NOTE 7
AS 4087 SPACED ALL ROUND DI FLANGED CLASS PIPE TO AS/NZS 2280 L
CALCIUM ALLUMINATE CEMENT LINED TO - | SCABBLE PENETRATION SURFACE TO EXPOSE 600
| PUDDLE FLANGE L o P ZOTAND M o P LEMENT f : BRUSH CLEAN. COAT SURFACE WITH
e =T UNLESS OTHERWISE SPECIFIED ON SITE - :
/ === = | L\ SEE NOTE 5 . SPECIFIC DESIGN FOR GRAVITY PIPES ONLY | SIKADUR-32 EPOXY RESIN OR APPROVED
100 ]/, : - '
PE SLEEVING TO WSA - ' INTERNAL LINING/ COATING REFER TO NOTE 4 — ~ Eig%,ﬁé%%cpﬁ '3',1,[2 E"Sg’ffﬁ“ ?SOSFT,CLOLN?AELE(.
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REFER T0 NOTE 4 ' SHAFT WALL 100 DEEP WITH HILTI HIT-RE 500/RAMSET EACH SIDE 800 LONG BEND TO FIT 3 va || ' AS 4087 ON12-150 U-BAR EF
CHEMSET REQ 502 INJECTION OR APPROVED EQUIVALENT 75 CLEAR COVER FOR ALL REINFORCEMENT / e B I 24 i 75 CLEAR COVER
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o8 SPACED ALL ROUND e I v 57 : CONDUIT PENETRATION WITH
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UL /—Fs | 1 50 60 240 CHAMBER TO WITHIN 100 OF THE
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PE SLEEVING TO WSA &L [ : 100 200 300 ot
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CALCIUM ALLUMINATE CEMENT LINED TO MEET BRUSH CLEAN. COAT SURFACE WITH SECTION 2 250 200 70 SCABBLE PENETRATION SURFACE TO
WSA PS-201 AND SW SUPPLEMENT UNLESS SIKADUR-32 EPOXY RESIN OR APPROVED SCALE T 300 600 900 EXPOSE COARSE AGGREGATE TO 3
OTHERWISE SPECIFIED ON SITE SPECIFIC DESIGN. EQUIVALENT PRIOR TO POURING OF CONCRETE ‘ . DEPTH AND WIRE BRUSH CLEAN. COAT
REFER TO NOTE & (FOR GRAVITY PIPES ONLY) BACKING BLOCK WHILE EPOXY IS STILL TACKY. 375 750 1125 SURFACE WITH SIKADUR-32 EPOXY
RESIN OR APPROVED EQUIVALENT
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PENETRATION 5 - FOR DN200 - DN300 GRAVITY OR PRESSURE PIPES s | w000 | 1500 PENETRATION 7 - FOR DN63 - DN300 UPVC PIPES/CONDUITS
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