DOUBLE LEAF MATERIALS ACCESS W
DAOR WITH PANIC BAR FITTED \
(1690 x 2496 OPENING).

SEE NOTE F3 FOR FRL
REQUREMENTS VEHICULAR ACCESS TO DOUBLE EXTERNAL LED LIGHT
DOORS REQUIRED FOR DELIVERY ABOVE DOOR (TYPICAL)
ELECTRICAL CONDUITS MAY ALSO BE OF EQUIPMENT
REQUIRED TO THIS TRENCH. REFER TO
ELECTRICAL DRAWINGS \T
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THE AIR TO TRAVEL UP THE
CAVITY BETWEEN THE VENTS
[TYPICAL). SEE NOTE F2

EXTERNAL WEATHERPROOF
LOUVRE AT BOTTOM OF WALL
(490 WIDE x 610 OPENING].
TYPICAL OF 4. SEE NOTE F2
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ALUMINIUM TREAD PLATES. |
SEE DRG. DTC/3004
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INTERNAL LOUVRE AT TOP OF
WALL {730 WIDE x 353 OPENING].
TYPICAL OF 4. SEE NOTE F2
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ELECTRICAL CONDUITS. FOR THE LOCATION &
NUMBER REFER TO ELECTRICAL DRAWINGS. THE
NUMBER OF CONDUITS SHALL ALLOW FOR THE
MAXIMUM CAPACITY OF THE SWITCHROOM. AN
ELECTRICAL PIT IS TO BE LOCATED NO MORE THAN
5 METRES FROM THE SWITCHROOM

GENERATOR CONNECTION, ENERGY AUTHORITY
METERS (LOCATION TO SUIT SITE LAYOUT)

CABLE TRENCH DRAIN

COMMUNICATIONS BUILDING DISTRIBUTION
BOX MOUNTED ON WALL (LOCATION TO SUIT
SITE LAYOUT)

PUMPING STATION ON THIS
SIDE OF SWITCHROOM
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STARTER
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\| CONTROL PANEL

SINGLE LEAF ACCESS DOOR WATER INLET FOR
(970 x 2153 OPENING) TOILET & BASIN
WITH 300 SQ. WEATHERPROGF

LOUVRES AT HIGH & LOW LEVEL.

CABINET FOR STORAGE GF
0&M MANUALS, DRAWINGS
ETC
FOLD DOWN TABLE

REINFORCED CONCRETE
SLAB & FOOTINGS.
SEE DRGS.
DTC/3002,3003

FOR THE THE NUMBER & DIRECTION OF INCOMING &
QUTGOING ELECTRICAL CONDUITS REFER TO ELECTRICAL
DRAWINGS. THE NUMBER OF CONDUITS SHALL ALLOW FOR
THE MAXIMUM CAPACITY OF THE SWITCHROOM

CABLE TRENCH UNDER CUBICLES LEFT UNCOVERED.
PROVIDE SUPPORTING STEELWORK FOR CUBICLES
& EDGE OF TREAD PLATES. SEE DRG. DTC/3004

PROVIDE LATCH ON WALL
TO HOLD DOOR OPEN

STORAGE AREA FOR VSD
REMOVAL EQUIPMENT

SINGLE LEAF PERSONNEL
ACCESS DOOR WITH PANIC BAR
FITTED (970 x 2153 OPENING).
SEE NOTE F3 FOR FRL
REQUIREMENTS

EXIT SIGNAGE (LOCATED
ABOVE BOTH DOORS)

1000 WIDE FOOTPATH
ARDUND PERIMETER

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING.

REFER TO GENERAL NOTES FOR THE FIRE
RESISTANCE LEVEL OF THIS BUILDING.

THIS DESIGN IS NOT INTENDED FOR USE IN BUSH
FIRE PRONE AREAS.

NOTE: ELECTRICAL CUBICLES SHOWN ON THE
RIGHT WALL. THE BUILDING MAY BE MIRRORED &
THE CUBICLES LOCATED ON THE OTHER WALL IF
BETTER SUITED TO THE SITE LAYOUT. CABLE
TRENCHES BASED ON A MAXIMUM CUBICLE
LENGTH OF 4700mm

THE VENTILATION SHOWN IS TO BE VALIDATED BY
THE DESIGNER TO ENSURE ADEQUACY IN
MAINTAINING A MAXIMUM OF 35° INSIDE THE
BUILDING FOR THE ELECTRICAL EQUIPMENT USED.
AIR CONDITIONING MAY BE USED ONLY IF
NECESSARY

FOR STARTERS LARGER THAN 125 kW, USE THESE
DRAWINGS AS A GUIDE

IF FUTURE EXPANSION REQUIRES & PUMPS, THE
ASSOCIATED ELECTRICAL EQUIPMENT MAY
REQUIRE THE BUILDING TO BE LENGTHENED

SEE NOTE D7 SANITARY DRAIN L (750 x 750) & CHAIR
SECTIONAL PLAN FOR NOTES SEE DRG. Nos. DTC-3005 & DTC-3006
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