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STAINLESS STEEL 8 MESH LOWER THAN RECEIVING WATER COURSE LEVEL

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
THE USE OF DTC DRAWINGS IS SUBJECT TG TERMS AND CONDITIONS AS PUBLISHED BY SYDNEY WATER.

NOTES:

1. STABILIZATION DESIGN & EROSION PROTECTION AROUND EMERGENCY RELIEF
OQUTLET/STORM WATER OUTLET TO BE COMPLETED BY CONTRACTOR AND SHALL BE A

“SITE SPECIFIC" DESIGN AND APPROVED BY SWC.

2. A LAYER OF SAND SHALL BE BONDED TO THE UPVC PIPE WITH SOLVENT CEMENT OVER
THE FULL LENGTH OF PENETRATION AFTER CLEANING WITH PRIMING FLUID. SAND
COATING SHALL NOT BE APPLIED AT LOCATION OF HYDROPHILIC SEAL.

3. STAINLESS STEEL (GRADE 316) LABELS SHALL BE PROVIDED TO HEADWALL NOMINATING

‘'STORMWATER OUTLET" IF DISCHARGING TGO CREEK.
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