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EVENLY SPACED ALL ROUND

CONCRETE BACKING BLOCK

SN8 uPVC PIPE TO AS/NZS 1260 PE / PP
PIPE GRAVITY CLASS AS5065 OR GRP TO
AS 3571.1 - SEE NOTE 3

ROCKER PIPE FOR LENGTH REFER
TO TABLE 1 ON DRG. NO. DTC/6025

!
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\
1000x1000 OR 750}"750 REFER NOTE 2

0.5% MIN. FALL

AND DTC/6025

FOR CLARITY AND CONSISTENCY

WITH BTC/602

/

SCABBLE PENETRATION SURFACE TO —

EXPOSE COARSE AGGREGATE TO 3 BEPTH
AND WIRE BRUSH CLEAN. COAT SURFACE
WITH SIKADUR-32 EPOXY RESIN OR
APPROVED EQUIVALENT PRIOR TO
POURING OF CONCRETE BACKING BLOCK
WHILE EPOXY IS STILL TACKY.

PENETRATION 8 - FOR DN300 - DN600 GAS CHECK MH GUTLET PIPE

\~2N12-150 U BARS T&B

75 CLEAR COVER

INSERT HYDROTITE CJ025-3K SEAL OR
APPROVED EQUIVALENT ARQOUND PIPE

FILL VOID WHEN POURING
CONCRETE BACKING BLOCK.

INLET MAINTENANCE
HOLE (IMH)

DETAIL /D \
SCALE 110\ 6017 /
6024

4R8 TIES EACH SIDES
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EVENLY SPACED ALL ROUND

CONCRETE BACKING BLOCK

SN8 uPVC PIPE TO AS/NZS 1260 PE / PP
PIPE GRAVITY CLASS AS5065 OR GRP TO
AS 3571.1 - SEE NOTE 3

ROCKER PIPE FOR LENGTH REFER
/TO TABLE 1 ON DRG. NO. DTC/6025

i
i
\
i
i
1000x1000 OR 750x750 REFER NOTE 2
WITH DTC 60115 AND 6016

PIPE FALL

——

FOR CLARITY AND CONSISTENCY

INTERNAL LINING/
COATING (IMH)

SCABBLE PENETRATION SURFACE TO
EXPOSE COARSE AGGREGATE TO 3 DEPTH
AND WIRE BRUSH CLEAN. COAT SURFACE
WITH SIKADUR-32 EPOXY RESIN OR
APPROVED EQUIVALENT PRICR TO
POURING OF CONCRETE BACKING BLOCK
WHILE EPOXY IS STILL TACKY.

N

L2N12-150 U BARS T&B

15 CLEAR COVER

INSERT HYDROTITE CJ025-3K SEAL OR
APPROVED EQUIVALENT ARQOUND PIPE

FILL VOID WHEN POURING
CONCRETE BACKING BLOCK.

LR8 TIES EACH SIDES
EVENLY SPACED ALL ROUND

CONCRETE BACKING
BLOCK

L OFF N16 DOWEL BARS WITH 150 COG TIED AND
FIXED AT EACH CORNER OF BACKING BLOCK TO
U-BARS AND INTO SHAFT WALL 100 DEEP WITH
HILTI HIT-RE 500/RAMSET CHEMSET REOQ 502
INJECTION OR APPROVED EQUIVALENT.

6024

—— FILL VOID WHEN POURING
CONCRETE BACKING BLOCK.

GAS CHECK MAINTENANCE HOLE

TAPERED BLOCKOUT.

ROCKER PIPE FOR LENGTH
REFER TO TABLE 10N

DRG. NO. DTC/6025

———————— 4 OFF N16 DOWEL BARS WITH 150 COG TIED AND
FIXED AT EACH CORNER OF BACKING BLOCK TGO
U-BARS AND INTO SHAFT WALL 100 DEEP WITH
HILTI HIT-RE 500/RAMSET CHEMSET REO 502
INJECTION OR APPROVED EQUIVALENT.

15 CLEAR COVER

SN8 uPVC PIPE TO AS/NZS

1260 PP PIPE GRAVITY
CLASS AS5065 OR GRP
AS 3571.1 - SEE NOTE 3

2N12-150 U BARS T&B/ : q

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
THE USE OF DTC DRAWINGS IS SUBJECT TG TERMS AND CONDITIONS AS PUBLISHED BY SYDNEY WATER.

FIX MULTITUBE MULTI-N OR
APPROVED EQUIVALENT COUPLING
CONNECTION INCLINED GAS FLAP
VALVE DIRECTLY TO OVERFLOW PIPE.

NOTES:

1. MAINS TO BE CENTRALLY PLACED TG PROVIDE EVEN ANNULUS ROUND.

2. BACKING BLOCK SIZE DEPENDENT ON BLOCKOUT DIMENSION, REFER SHAFT RING DETAILS
ONDTC/6021.

3. A LAYER OF SAND SHALL BE BONDED TO THE UPVC PIPE WITH SOLVENT CEMENT OVER

- PIPEFALL - o B DIAMETER TO MATCH PIPE SIZE
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t(ﬁ e INSERT HYDROTITE CJ025-3K
e | \| SEAL OR APPROVED EQUIVALENT
L] | ARQUND PIPE
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SCABBLE PENETRATION SURFACE TO EXPOSE COARSE
AGGREGATE TO 3 DEPTH AND WIRE BRUSH CLEAN. COAT

SURFACE WITH SIKADUR-32 EPOXY RESIN OR APPROVED

TO
BLOCK WHILE EPOXY IS STILL TACKY.

EQUIVALENT PRIOR TO POURING OF CONCRETE BACKING

PENETRATION 9 - FOR DN300 - DN600 GAS CHECK MH EMERGENCY RELIEF PIPE

L OFF N16 DOWEL BARS WITH 150 COG TIED AND
FIXED AT EACH CORNER OF BACKING BLOCK TGO
U-BARS AND INTO SHAFT WALL 100 DEEP WITH
HILTI HIT-RE 500/RAMSET CHEMSET REO 502
INJECTION OR APPROVED EQUIVALENT.

PENETRATION 8 - FOR DN300 - DN600 GAS CHECK MH EMERGENCY RELIEF PIPE FROM IMH

DETAIL
SCALE 1:10
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INTERNAL HDPE LINING TO
WSA 201 AND SW SUPPLEMENT

INTERNAL

FACE

EXTERNAL
FACE
R A |

|
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FABRICATED FELT
BACKED HDPE RING

EPOXY COAT WITH SIKADUR &1

(OR APPROVED EQUIVALENT) AND BOND
TO CIRCUMFERENCE OF PIPE/CONDUIT
WHILE SIKADUR 311S STILL TACKY

SATURATE OUTER FELT WITH SIKADUR 31
(OR APPROVED EQUIVALENT)

7 =:K
-  4 ' = HOT AIR WELD FELT BACKED
|
(]

HDPE RING TO HDPE LINING

SECTION

PIPE/CONDUIT

DN VARIES

THE FULL LENGTH OF PENETRATION AFTER CLEANING WITH PRIMING FLUID. SAND
COATING SHALL NOT BE APPLIED AT LOCATION OF HYDROPHILIC SEAL.

TABLE 2 - BLOCKOUT BIMENSIONS
PIPE SIZE BLOCEI?H?)T DIA BACKING I;I;nOCK (HxW)
DN 300 550-600 850x850
DN 375 800-850 1000x1000
DN 450 800-850 1000x1000
DN 525 800-850 1000x1000
DN 600 800-850 1000x1000

100 FOR PENETRATIONS < DN250
150 FOR PENETRATIONS = OR > DN250

FRONT VIEW

TYPICAL HDPE LINER SEALING FOR PIPES/CONDUITS

(EXCLUDING HDPE PIPES WHICH ARE HOT WELBED TGO THE HDPE LINER)

INTERNAL HDPE LINING TO
WSA 201 AND SW SUPPLEMENT

FELT BACKED HDPE RING BONDED TO
CIRCUMFERENCE OF PIPE/CONDUIT

FELT BACKED HDPE RING

PIPE/CONDUIT PENETRATION
ANNULUS BEHIND FILLED WITH
SIKADUR 31/41EPOXY MORTAR

CUT TO ALLOW FELT
BACKED HDPE RING TO BE
FITTED OVER PIPE
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