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FOR ACCESS HATCH AND
SAFETY GRILLE DETAILS
REFER TO DRAWING DTC/6037

FOR ACCESS HATCH AND
SAFETY GRILLE DETAILS
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GENERAL ARRANGEMENT PLAN
SCALE 1: 20

OUTLINE OF PRECAST SHAFT

L OFF CAST IN LIFTING ANCHOR

CLEAR OPENING TO SUIT ACCESS
HATCH WITH REBATE ALL SIDES.
REFER NOTE &

(PROVIDE 2 FIXED ANCHOR PQINTS 1500mm
FROM INSIDE OF OF HATCH FRAME AND

IN-LINE WITH HATCH HINGES. FOR DETAILS
REFER DRAWING BTC/6047)

IMH ROOF SLAB WITHIN PUMPING STATION SITE

BEND TO FIT.

ALL REINFORCEMENT N16-150 T&B WITH 150 COG ENDS

PLAN - REINFORCEMENT DETAIL

SCALE 1: 20
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265_, 1240 CONC. CLEAR OPENING 595
REFER TO DRAWING DTC/6037 - -
\ (1200 INSIDE HATCH FRAME)
FOR VERTICAL LADDER REFER
TO DRAWING DTC/6038 _\
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GENERAL ARRANGEMENT PLAN
SCALE 1: 20

CLEAR OPENING TO SUIT ACCESS
/—HATCH WITH REBATE ALL SIDES.
REFER NOTE &

OUTLINE OF PRECAST SHAFT
REFER NOTE 3

N12-150 TIES

/ L OFF CAST IN LIFTING ANCHOR
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(PROVIDE 2 FIXED ANCHOR PQINTS 1500mm
FROM INSIDE OF OF HATCH FRAME AND

IN-LINE WITH HATCH HINGES. FOR DETAILS
REFER DRAWING BTC/6047)
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SCALE 1: 20

GAS CHECK MAINTENANCE HOLE ROOF SLAB WITHIN PUMPING STATION SITE

2N16-50 DIAGONAL TRIMMER
BARS T&B AT EACH CORNER OF
OPENING. EACH 1200 LONG

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
THE USE OF DTC DRAWINGS IS SUBJECT TO TERMS AND CONDITIONS AS PUBLISHED BY SYDNEY WATER.
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N16 T&B L-BARS L.

ALL SIDES
AND LABEL PROCEDURE.

N16-150 EW WITH 170 COG AT EACH END T&B.
40 CLEAR COVER - TOP.
60 CLEAR COVER - BOTTOM

PRECAST CONCRETE ROOF SLAB TO HAVE A MINIMUM STRENGTH OF 25MPa AT LIFTING.

SPREADER BEAM MUST BE USED DURING LIFTING TO ENSURE LIFT FORCE IS VERTICAL AND
LOADS TGO ANCHORS ARE EQUALISED.

GAS CHECK MAINTENANCE HOLE MUST REMAIN WITHIN THE SITE FENCE BOUNDARY.

STAINLESS STEEL LABELS SHALL BE PROVIDED ON ROOF SLAB FOR INSTRUMENTS INSIDE
IMH AND NRV ASSET NUMBER FOR GAS CHECK MAINTENANCE HOLE. REFER DRG SWC TAGGING
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