Al

UPSTREAM SEWER MAINTENANCE HOLE
(BY SEWER RETICULATION DESIGNER,
INDICATIVE ONLY)
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THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
THE USE OF DTC DRAWINGS IS SUBJECT TO TERMS AND CONDITIONS AS PUBLISHED BY SYDNEY WATER.
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ARRANGEMENT OF EACH STRUCTURE SHALL BE DETAILED IN A SITE SPECIFIC CROSS SECTION. FOR SPECIFIC STRUCTURES
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I G RN

DESIGN REFER TO THE FOLLOWING GENERAL ARRANGEMENTS:
1-DTC/6011 - SEWAGE PUMPING STATION - WET WELL DN3600 GENERAL ARRANGEMENT
2 - DTC/6014 - SEWAGE PUMPING STATION - VALVE CHAMBER- GENERAL ARRANGEMENT

3 - DTC/6016 - SEWAGE PUMPING STATION - INLET MAINTENANCE HOLE - DN1800 - GENERAL ARRANGEMENT
4L - DTC/6017 - SEWAGE PUMPING STATION - SYSTEM GAS CHECK MAINTENANCE HOLE - DN1800 - GENERAL ARRANGEMENT

FOR SHAFT RING DETAILS SEE BRAWING NO DTC/6020 AND DTC/6022.

FOR PRECAST SHAFT RING SCHEDULE SEE DRAWING NO DTC/6021.

GAS CHECK MAINTENANCE HOLE MUST ALWAYS REMAIN WITHIN SITE FENCE BOUNDARY.
TOP OF ALL CONCRETE STRUCTURES TO BE MINIMUM 300 ABOVE 1% AEP.

PROVIDE 25x45° CHAMFER TO ALL EXPOSED ABOVE GROUND CONCRETE EDGES.
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SEE NOTE 7
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GAS CHECK
MAINTENANCE
HOLE OUTLET PIPE

STANDARD SHAFT RING
UNIT ID = SR-1800- 1S/2S
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BASE SHAFT RING
UNIT ID = SR-1800- 3B/4B
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STANDRAD SHAFT RING
UNIT ID = SR-1800- 1S
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FOR SEWER LINE LEVELS AND SHAFT RING ARRANGEMENT CONTROLS REFER TO INSTRUCTION NOTES ON DRG. NO. BTC/6001.

TOP OF ALL STRUCTURES TO BE 25mm HIGHER THAN SURRGUND TO PREVENT WATER PONDING OVER STRUCTURES/HATCHES.

SOV TN VIRV

FOR COMPONENT ALIGNMENT REFER TO

EMERGENCY RELIEF LINE.
LINE SIZE TO BE ONE SIZE LARGER
THAN INLET LINE TO WET WELL

STANDARD SHAFT RING
UNIT ID = SR-1800- 15/2S

INSTRUCTION NOTE ON DRG. NO. DTC/6001

OVERFLOW WEIR CREST

TOP SHAFT RING
UNIT ID = SR-3600-T

SEE DRG. NO. BTC/6014

SOV TN VIRV

STANDARD SHAFT RING
UNIT ID = SR-3600- 1S/2S5/3S

VALVE CHAMBER
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GAS CHECK MAINTENANCE HOLE

GRAVITY MAIN

DESIGNED BY OTHERS

INCOMING GRAVITY
SEWER LINE
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HIGH LEVEL AND
OVERFLOW SHAFT RING
UNIT ID = SR-1800- 1H/2H

L/

STANDARD SHAFT RING
UNIT ID = SR-1800- 15/2S
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BASE SHAFT RING
UNIT ID = SR-1800- 1B/2B
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HIGH LEVEL INLET LINE.
REFER TO NOTE 2

(LINE SIZE SHALL NOT BE
LESS THAN SIZE OF INLET
LINE TO WET WELL)

LOW LEVEL INLET LINE.—
REFER TGO NOTE 2

(LINE SIZE SHALL NOT BE
LESS THAN SIZE OF INLET
LINE TO INLET
MAINTENANCE HOLE)
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HIGH LEVEL SHAFT RING
UNIT ID = SR-3600- H

INSERT MAXIMUM OF 2 ADDITIONAL SHAFT RINGS,

STANDARD SHAFT RING
UNIT ID = SR-3600- 1S/2S5/3S

= SHOWN DASHED TO SUIT DEPTH BETWEEN THE
| LOW LEVEL INLET LINE AND HIGH LEVEL INLET LINE
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INLET MAINTENANCE HOLE

DN1800

BASE SHAFT RING
UNIT ID = SR-3600- B

STANDARD SHAFT RING
UNIT ID = SR-3600- 1S/2S5/3S

DN3600
WET WELL
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