DN25 BALL VALVE, SOCKET,
uPVC, SCH.80 (GEORGE FISCHER
TYPE 546 OR APPROVED EQUIV.)
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DN25 PE100 PN10 DOSING
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PIPE FROM RCP BUILBING {l ]
TO AS/NZS 4130
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PROVIDE PIPE CLAMP AND
40x5 ANGLE BRACKET |
WELDED WITH 5mm END PLATE
TO EXISTING HATCH FRAME

USING 2-M8 316 S.S. BOLTS. \
AT 1.5m MAX. SPACING TYP. t
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RAISED ACCESS HATCH ON TGP OF
/RESERVOIR

————— D-SHACKLE, 8mm, 316 S.S. BOLTED TO

EXISTING HATCH FRAME OR BRACKET

DN25 HOSE CLAMP, 316 S.S.

S —
|
|

TOP OF RESERVOIR

\DNZS UNION, SxS, uPVC, SCH.80

NOTES:

1. FOR GENERAL NOTES REFER TO DRG No. DTC-7002.

2. ALL MATERIAL TO BE STAINLESS STEEL, GRADE 316 UN.O.

3. HATCH SIZE MAY VARY.

L. DETAIL OF MATERIAL, VALVE & PROPRIETARY PRODUCTS PROVIDED HOWEVER
LAYOUT AND SIZES (INCLUDING PIPE SIZES) MAY VARY DUE TO SITE SPECIFIC
INSTALLATION.
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THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF
CREATING SYDNEY WATER ASSETS. USE THIS DRAWING WITH CARE. YOU ARE
RESPONSIBLE TO APPLY THE WORK SHOWN IN THIS DRAWING CORRECTLY IN THE
CIRCUMSTANCES OF YOUR PROJECT. YOU MUST ENSURE THE WORK IS FIT FOR

PURPOSE AND WILL PERFORM ITS INTENDED FUNCTION AS REQUIRED.
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