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1. ASED ON A DN150 INLET EXAMPLE.

2. ACTUAL DIMENSION TO BE DETERMINED AS
PART OF SITE SPECIFIC DESIGN.

3. BROOGOM FINISH BENCHING.
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SHOWN INDICATIVELY ONLY. ACTUAL ANGLES TO BE
DETERMINED AS PART OF THE SITE SPECIFIC DESIGN.

GAP BETWEEN FRAME & CONCRETE TO 10 IMH ACCESS HATCH
BE FILLED WITH "EPIREZ PU-MASTIC" REFER DRG DTC-6037
OR APPROVED EQUIVALENT TYPICAL

145 WIDEx30 DEEP RECESS IN Rl
CONCRETE AROUND PERIMETER .
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STEEL ANCHORS WITH C'SUNK

HEAD SCREWS 100 LG OR
APPROVED EQUIVALENT (TYPICAL)

130mm x 10mm THICK (APPROX) NATURAL
RUBBER TO BE PLACED BETWEEN FRAME

AND CONCRETE FOR THE ENTIRE PERIMETER
DETAIL / A\
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THIS DRAWING MAY ONLY BE USED IN THE COU

RSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.

USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
THE USE OF DTC DRAWINGS IS SUBJECT TO TERMS AND CONDITIONS AS PUBLISHED BY SYDNEY WATER.
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REFER NOTE 1

VERTCALRWGLADDER ——— | -
REFER DRAWING DTC/6038

DN100 DWV SN8 DOUBLE CONTAINED \ i

CHEMICAL DOSING LINE (IF REQUIRED)

| ™ ROOF SLAB TO SHAFT

CONNECTION 3.
\6023/

|~ ~— 9200 CORED HOLES FOR 3x9100
' uPVC HEAVY BUTY CONDUITS
FOR POWER AND INSTRUMENT. 5.
PENETRATION 7

REFER NOTE 5

DN100 uPVC CLASS 18 CHEMICAL
DELIVERY BUND DRAIN (IF REQUIRED)

REFER NOTE 6
\60zs/

REFER NOTE 6

1800 HIGH STANDARD SHAFT RING——— | |

REFER TO DRG. NO. DTC/6021

PRECAST SHAFT RING CONNECTION. __—
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_ -_e"j\moo CORED HOLE FOR DN100 uPVC
BYPASS BUND DRAIN

PENETRATION 7
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(DRAIN SHOWN FOR INFORMATION AND
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IN OPPOSITE WALL).
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INSERT ADDITIONAL STANDARD SHAFT / ‘

RINGS TO MATCH P.F.S.L. (IF REQUIRED)
REFER TO DRG. NO. DTC/6021

HIGH LEVEL AND OVERFLOW SHAFT

RING. REFER TO DRG. NO. DTC/6021

INSTALL FLOAT LEVEL SWITCH——— | |

OFF CABLE HOOK TO BE SET
AT OVERFLOW WEIR CREST RL. §

IN.

= -8
PIPE OBVERT| F

SEE NOTE 4|- -§

EMERGENCY RELEF ———— |© |

PENETRATION 8A.
(PIPE SHOWN FOR INFORMATION

AND IN OPPOSITE WALL).

DN100 uPVC CHEMICAL DOSING LINE
GUIDE PIPE AS1477 CLASS 18.
PIPE CLAMPS TO INTERNAL WALL

(IF REQUIRED) REFER NOTE 6 w
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OVERFLOW WEIR CREST

_»[™>——APPLY PROTECTIVE COATING/ LINING TO ALL

AND SWC SUPPLEMENT, IF REQUIRED BY SWC
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15%

HIGH LEVEL INLET LINE PENETRATION &,5
OR 6 AND BLOCKOUT. REFER TO DETAILS
M,N OR P ON DRG. NO. DTC/6024

<<

BASE SHAFT RING SIZE DETERMINED

INSERT ADDITIONAL STANDARD SHAFT
RINGS TO RAISE HIGH LEVEL INLET LINE
TO MATCH WET WELL (IF REQUIRED).
REFER TO DRG. NG. DTC/6021

INSTALL HYDROSTATIC LEVEL
SENSOR OFF CABLE HOOK

GRAVITY SEWER INLET PIPES.
REFER TO SITE SPECIFIC DESIGN
FOR PIPE SIZE, INVERT LEVEL AND
MATERIAL. REFER TO NOTE 2
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BY GRAVITY SEWER SIZE AND
ARRANGEMENT. REFER TO DRG. NO.
DTC/6025

OR 3 AND BLOCKOUT. REFER TO DETAILS
Q,R OR L ON DRG. NO. DTC/6024

15%

GRAVITY SEWER MAINS PENETRATION 1,2

FOR ROOF SLAB DETAILS REFER TO DRG. NO. DTC/6019 (INCLUDING
PLATES, LABELS & SIGNS).

DRAWING SHOWS INLET DETAILS FOR SINGLE INLET ARRANGEMENT.
FOR INLET LIMITATION REFER TO NOTE 2 i) ON DRG. NO. DTC/6001.

INSTALLATION OF SHAFT RINGS AND BACKFILLING OF IMH SHALL BE
STAGED. NO MORE THAN ONE SHAFT RING SHALL BE COMPLETELY
EXPOSED AT ANYTIME.

EMERGENCY RELIEF LINE OBVERT AT IMH SHALL BE 300mm MIN. BELOW
OVERFLOW LEVEL AT SYSTEM GAS CHECK MAINTENANCE HOLE .

ALL CONDUITS TO BE GRADED TO IMH AND FITTED WITH BELL MOUTH
ENDS AND SHALL TERMINATE 100mm BEFORE ACCESS HATCH FRAME.

DOSING LINE MUST TERMINATE DIRECTLY INTO THE FLOW CHANNEL TO
ENSURE DOSED CHEMICAL DOES NOT FLOW ACROSS BENCHING. FOR
DETAILS REFER DTC/7011

PROVIDE ONE ANCHOR POINT 1500mm FROM INSIDE OF ACCESS HATCH
FRAME AND INLINE WITH ACCESS HATCH HINGES. FOR DETAILS REFER
DRAWING DTC/6047.

IMH BASE SLAB CAN BE A CIRCULAR BASE SLAB IF CAISSON OR
SIMILAR METHOD USED. DESIGN ENGINEER TO DESIGN FOR BUOYANCY
FORCES AND GROUND CONDITIONS.

INTERNAL SURFACES IN ACCORDANCE WITH WSA-201

NO.DTC/6013

MINIMUM FALL

JOIN TO DRG.

JOIN TO DRG.
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CONNECTION /™ ™\
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U-BARS. 75 TOP COVER

300
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s \ N12 U-BARS 500 HIGH 150 COG
SPACED AT 500 (MAX.). 100

2700 x 2700 CAST-IN-SITU BASE SLAB
WITH N12-150 EW T&B INSTALL WITH
BROOM SURFACE FINISH. SATURATE
BLINDING LAYER AND REMOVE EXCESS
PONDING PRIOR TO POURING

REFER NOTE 8

50 THICK N15 BLINDING CONCRETE TO

BE PLACED IMMEDIATELY AFTER FINAL

EXCAVATION

SECTION

CLEAR COVER ALL SIDES.
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