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VC PIPE TO EN 295 OR

RC PIPE TO AS 4058 OR

DI PIPE TO AS/NZS 2280 WITH
CACL LINING TO EN 14647

HYDROT
HYDROP

GRP PIPE TO AS 35711

PIPE TO AS/NZS 5065

EQUIVALENT

RRJ COUPLINGS SHOWN —

HYDROTITE CJ-0725-3K (25x7mm)
HYDROPHILIC SEAL OR APPROVED
EQUIVALENT ON RIDGE OF PIPE
PROFILE

SP-SP ROCKER PIPE ~\
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LENE [PP)/ ‘

CONNECTION PROFILE WALL PP

SCALE 1:20

HYDROTITE CJ-0725-3K (25x7mm)
HYDROPHILIC SEAL OR APPROVED
EQUIVALENT

MH CONNECTOR (SOCKETED
STUB PIPE]

SP-SP ROCKER PIPE
-\
[
|

TYPICAL MH BASE FOR VC, RC

& DI SOCKETED PIPE

SCALE 1:20

ITE CJ-0725-3K (25x7mm)
HILIC SEAL OR APPROVED

"L 4

MH CONNECTOR /

TYPICAL MH BASE FOR GRP

SLEEVE COUPLED PIPE

SCALE 1:20

PE PUDDLE FLANGE
TO AS/NZS 4129 OR
AS/NZS 5065 a

%L,i,

PE PIPE TO AS/NZS 4130 J
OR AS/NZS 5065

ELECTROFUSION [SHOWN)
ORBUTT WELDED JOINT

CONNECTION PE-PE

SCALE 1:20

HYDROTITE CJ-0725-3K (25x7mm)

HYDROTITE CJ-0725-3K (25x7mm)
HYDROPHILIC SEAL OR APPROVED
EQUIVALENT

HYDROPHILIC SEAL OR APPROVED
EQUIVALENT

PVC-U SANDED MANHOLE
SOCKET TO AS/NZS 1260 “

SP-SP ROCKER PIPE \ 4

PVC-U SN8 RRJ PIPE ; ;
TO AS/NZS 1260 -

TYPICAL MH BASE FOR

RUBBER RING JOINTED PVC

SCALE 1:20

HYDROTITE CJ-0725-3K (25xTmm)
HYDROPHILIC SEAL OR APPROVED °
EQUIVALENT

COATED WITH RESIN/SOLVENT
AND SAND e

PIPE OR MH CONNECTOR N

PVC-U SN8 SOLVENT CEMENT ;
JOINTED PIPE TO SA/NZS 1260 T T T T
|

TYPICAL MH BASE FOR SOLVENT

CEMENT JOINTED PIPE

SCALE 1:20
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THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING

GENERAL NOTES

G1. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE FOLLOWING

A, DTC/2000 MAINTENANCE HOLES CONSTRUCTION NOTES

B.  DTC/2200 DN1200 MAINTENANCE HOLES CAST IN-SITU
REINFORCED CONCRETE SEWERS < DN450

C. DTC/2201 DN1800 MAINTENANCE HOLES CAST IN-SITU
REINFORCED CONCRETE SEWERS DN500 TO DN750

D.  DTC/2202 DN1200 MAINTENANCE HOLES CAST IN-SITU PLAIN
CONCRETE SEWERS < DN450

E. DTC/2203 DN1050 MAINTENANCE HOLES CAST IN-SITU PLAIN
CONCRETE SEWERS = DN300

F. DTC/2220 MAINTENANCE HOLES DETAILS - SHEET 1

G, DTC/2222 MAINTENANCE HOLES DETAILS - SHEET 3

H DTC/2223 MAINTENANCE HOLES DETAILS - SHEET &

G2. REINFORCEMENT NOT SHOWN FOR CLARITY UNLESS SHOWN OTHERWISE

ROUNDED NOSING R50

YT _ SEE TABLE HYDROTITE CJ-0725-3K (25x7mm)

HYDROPHILIC SEAL OR APPROVED
EQUIVALENT

N

b

— PVC-U SWJ DROP JUNCTION
AS/NZS 1260

N (; FLOW

- SEE TABLE

CEE———©

|

| — CLASS N20 CONCRETE
TO AS 1379

S~ PVC-U SWJ SP-S0 PIPE
TO AS/NZS 1260
LENGTH TO SUIT

\ PVC-U SWJ 90° BEND

SP-SO TO AS/NZS 1260

Sl LW e e ] N concrere
INVERT LEVEL AS SPECIFIED - 20
IN DESIGN DRAWINGS
EXTERNAL DROP CONNECTION
SCALE 120
VERTICAL DROP
PIPE SIZE DN "D MINIMOM # TMINIMUM #
150 490 600
225 750 900
300 880 1100

# BASED ON CURRENT AVAILABILITY AND DIMENSION
OF PIPE FITTINGS. ASSUMES NO PIPE BETWEEN BEND

AND DROP JUNCTION

ROCKER PIPE DIMENSIONS
SIZE [DN) "L" MIN "L" MAX
150 300 450
225 450 675
300 600 900
375 750 125
450 900 1350
525 1050 1575
600 1200 1800
750 1500 2250
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