Al

INLET SEWER PIPES MAX OF 3
SIZE < DN225. REFER TO SITE
SPECIFIC DESIGN FOR PIPE
SIZE, INVERT LEVEL AND
MATERIAL.

-
é MID POINT OF STEP IRONS
SHALL BE LOCATED
CENTRALLY BETWEEN THE
OUTLET SEWER AND THE
FURTHEST INLET SEWER

SIZE DN225

MAINTENANCE HOLE - PLAN

SCALE 1: 20

NOTE:

ONLY SEWERS LOCATED AT THE MH INVERT SHOWN. HIGH LEVEL
CONNECTIONS (EG. VENT LINE) NOT SHOWN FOR CLARITY

\ OUTLET SEWER PIPE MAX.

ADJUST SURFACE LEVEL TO SUIT
SITE SPECIFIC P.F.S.L. REFER TO

DETAIL
2260,

MAXIMUM OF ONE PRECAST RING SPACER.
REFER TO DRG. NO. DTC/2255
COMPONNET ID RS-600-(1-5)

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING.

NOTES:

woN

DN600 CLASS B METAL COVER TO WSA PS-132 WITH
CONCRETE SURROUND. REFER TO DRG. NO. DTC/2255
COMPONENT ID AC-600-1

EPOXY MORTAR JOINT

ABRADE AND WIRE BRUSH CLEAN JOINT SURFACES TO
REMOVE LAITANCE PRIOR TO APPLYING SIKADUR-32
EPOXY RESIN PRIMER OR APPROVED EQUIVALENT.
APPLY 10 THICK SIKADUR-31 EPOXY MORTAR OR
APPROVED EQUIVALENT TO LOWER COMPONENT
WHILE EPOXY RESIN IS STILL TACKY, PRIOR TO
PLACING UPPER COMPONENT

T |7TYPE 1PRECAST ROOF SLAB.
- COMPONENT ID RS-1200-1R.

CORE HOLE FOR VENT LINE

REFER TO DETAIL
2260,

PENETRATION (IF REQUIRED).\

REFER TO DRG. NO. DTC/2223

ROOF SLAB TO SHAFT CONNECTION.

REFER TO DETAIL
2260,

REMOVE TOP STEP IRON TO
PROVIDE CLEARANCE TO SURFACE
(IF REQUIRED)

S/

6000 MAX

PROTECTIVE COATING
(IF REQUIRED). REFER
TONOTE 3

INSTALL INLET SEWERS.

REFER TO DETAILS
2259,
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PRECAST SHAFT RINGS AS REQUIRED
TOMATCHPFSL

REFER TO DRG. NO. DTC/2256
COMPONENT ID SR-1200-(1S-7S)

PRECAST SHAFT RING CONNECTION.
/ REFER TODETAL /BN
2260

CONCRETE BENCHING.
REFER TO DRG. NO. DTC/2222

PRECAST BASE.
REFER DETAILS ON DRG. NO. DTC/2257
COMPONENT ID SR-1200-1B

|~ INSTALL OUTLET SEWER.

REFER TO DETAILS
2259

LEVEL EXCAVATION WITH 50 THICK

CLEAN SAND LAYER TO WSA PS-350

SECTION
SCALE 120

MAXIMUM INLET OR OUTLET SEWER SIZE = DN225.
FOR SEWER CONNECTION DETAILS REFER TO DRG. NO. DTC/2259.

THIS PRECAST MAINTENANCE HOLES SHALL NOT BE USED AT OR
DOWNSTREAM OF A PRESSURE MAIN DISCHARGE OR AT ANY LOCATION
WITH A HIGH RISK OF H2S CORROSION.

THIS DESIGN IS SUITABLE FOR AREAS WITHIN PRIVATE PROPERTIES, AND
PUBLIC PLACES, PEDESTRIAN MALLS AND FOOTWAYS NOT SUBJECTED TO
VEHICULAR LOADING OR HAVE NO ACCESS FOR VEHICLES.

THIS DESIGN IS NOT SUITABLE IN ROAD CARRIAGEWAY, DRIVEWAYS,
FOOTWAYS AND PARKLAND WITH NO RESTRICTION TO VEHICULAR
ACCESS, AREAS WHERE THE GROUND SLOPE IS GREATER THAN 1V:8H OR
AREAS WHERE UNBALANCED LOADS ARE EXPECTED.

THE PRECAST MAINTENANCE HOLE SHALL BE LOCATED QUTSIDE THE ZONE
OF INFLUENCE OF OTHER STRUCTURES.
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